
Product characteristicsG100E‑LRFIndustry special application series
‑The entire machine meets IP65 certification,   and is earthquake resistant and waterproof ;‑Three download methods, efficient and convenient;‑Built in IoT function, remote service support.

Waterproof special touch screen



G1Wat0e0rEp‑roLoRf sF   pecial touch screen
Performance specificationsDi play sizeDissplay areaResolutionDisp ay colorlContrast ratioBacklightBrightnessBack ight lifeTouclh panelCPUMemoryRTCExtensible memoryPrint portEthernetProgram downloadCom portElectrical specificationsInput power supplRated powerAllowable loss of pyowInsulation resis ancePressure resisit nce tee tStructure speciftaicationsrsShell materialO erall dimension(mm)Cut‑out dimension(mm)Wveight(kg)Environmental specificationsWorking temperatureWorking Humid tyStorage temperiatureStorage humiditySeismic resistanceCooling modeProduct certif ca ionPa el protectii n gradeCE authenticatoiotnSofnwareContfiguration software

10.1″TFT22.7（W * 25.28（H）10224* 10 pixel16.02M506）0：1LED300cd/m2＞30000 hour4 line p c sion resistance network（ urfa ness 4H）ARM RISC 32Bit 79s2MH12r8eMiB NAND Flash Memory+12sz8 McB Re haArdM Built‑in USB HostUSB Host serial p rtAN10꞉10//1 0 MbpEthernLet port/USB Slavoe/ iskCOM0꞉RS2302/RS48s5;U dDC10V～DC28Vrs6W @24VDC<3msOver 50MΩ@500V DC500 VAC 1 minuteEngineering plastic271*19 *35.5mm260*180mm 0.19KG0～50℃10～90％RH（Non‑condensing）‑20～60℃10～90％RH（N n‑condensing）10～500Hz,30m/s²,oX,Y,Z direction/hourNatural air coolingI 65 certification(4208一93)EN6 0P0 6‑4꞉2019，EN6100 6‑2꞉2 191DTo0o‑ls V4.1 and above v0e‑rsion
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MODEL size
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Automation

COM2:RS232
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