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M����H/M����HE
Product features：

-�.� ", high definition and high brightness, display color of ��.�M. 
-Main frequency �GHz, ���MB storage and ���MB memory. 
-Equipped with Kinco DTools configuration software, which is powerful and easy to use.

MASS Ⅱ



Model Dimension(Unit:mm)

MASS Ⅱ

M����HEM����H

None ��/���M self-adaption

Performance specification
Display size
Display area
Resolution 
Display color 
Display angle of view 
Contrast ratio 
Backlight
Brightness 
Touch panel 
Backlight life 
CPU
Storage 
RTC 
Extensible memory 
Print port
Ethernet

Communication port

Electrical specifications
Input power supply 
Rated power 
Allowable loss of power 
Insulation resistance 
Hi-pot test 
Structure specifications
PCB 
Shell material 
Shape size 
Cutout size 
Weight 
Environmental specifications
Operating ambient temperature 
Operating ambient humidity 
Storage ambient temperature 
Storage ambient humidity 
Sine vibration test 
Cooling mode
Product certification
Panel protection grade 
CE authentication 
Software
Configuration software

Program download

M����H/M����HE

�.�″TFT
��.��mm(W)×��.��mm(H)

���x���
��.�M

��/��/��/��(left/right/up/down)
����:�

LED
���

� line precision resistance network (surface hardness �H)
����� hours

ARM Cortex-A� Dual Core �GHz
���MB flash memory+���MB memory

Built-in
None

serial port

DC��.�V~DC��V
�W@DC��V

<3ms
Over ��MΩ@���VDC

���V AC � minute

None
Engineering plastic

���mm x ���mm x ��mm
���mm x ��mm

�.��kg

0〜50℃
��〜��％RH（noncondensing）

-20〜60℃
��〜��％RH（noncondensing）

���~���Hz，��m/s ，X, Y, Z direction/hour
Natural air cooling

Conforming to IP�� certification
 EN�����-�-�:����+A�:����，EN�����-�-�:����

Kinco DTools V�.� and above

USB Slave(Micro USB)/serial port

COM�:RS���/RS���/RS���;
COM�:RS���

Cutout��Size

Contain�sealring
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(All trademarks and logos in this brochure are property of and registered by their respective owners.)
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